
C.2

BLDG A T.O.S.
1482'-11"

4
"

1
"

8
 5

/8
"

1-1/2" PRE-FINISHED METAL SOFFIT PANEL, TYPICAL

CONTINUOUS BENT PLATE, COORDINATE
W/STRUCTURAL FOR SIZE

1-1/2" GALVANIZED METAL ROOF DECK, SEE
STRUCTURAL

NAIL BASE ROOF INSULATION (7/16" OSB
BONDED TO RIGID INSULATION) R-VALUE 31.2

PRE-FINISHED ARCHITECTURAL 1-1/2"
STANDING SEAM METAL ROOF PANEL

ICE AND WATER SHIELD MEMBRANE, TURN
DOWN OVER FASCIA AND BEHIND GUTTER
6"MIN., TYPICAL

CONT PRE-FINISHED METAL SOFFIT/WALL TRIM

1
 1

/2
"

1
 1

/2
"

2
"

1'-11"

PREFIN METAL HORIZONTAL WALL PANELS & TRIM
SYSTEM ON 2 1/2" MET STUDS 16" OC, ANCH SECURELY
TO BEAM

SUSPENDED 1-1/2" GALVANIZED FURRING CHANNELS
AT PERIMETER & 24" OC EACH WAY - TYPICAL (ANCH
SECURELY TO BM)

1
/4

"
1
 3

/4
"

1
"

1
 3

/4
"

5 1/2"1'-5 1/2"

5
"

ICE CLEAT (2 PER PANEL, TYP)

CONT PRE-FINISHED METAL FASCIA "J"
TRIM SUPPORT, TYPICAL

PRE-FINISHED METAL FASCIA, BRAKE
FORMED, ANCHOR ON TOP, TYPICAL

PRE-FINISHED STARTER TRIM BY
ARCHITECTURAL STANDING SEAM
METAL ROOF PANEL, TYPICAL

FIELD HEM PANEL AND SEAL END w/
URETHANE OR TAB END, TYPICAL

CONT PRE-FINISHED METAL SOFFIT W/CONT
2 1/2" MET SUPPORT FRAMING, ANCH SECURELY TO
UNDERSIDE DECK & EDGE ANGLE (METAL AND
COMPOSITION CLOSURES BY SOFFIT PANEL
MANUFACTURER, TYPICAL)

.032" PRE-FINISHED ALUM BRAKE
FORMED GUTTER  W/1"x1/4" ALUM
STRAPS 36" OC MAX, ANCHOR SECURELY
BACK OF GUTTER, STRAPS & EDGE TRIM
W/NEOPRENE WASHERED FASTENERS

PRE-FINISHED EDGE TRIM W/DRIP
RETURNS, TYPICAL (STRIP-IN 6" TOP LEG
W/8" WIDE ICE & WATERSHIELD
MEMBRANE)

COUNTERSINK 5/16" DIA S.S. ANCH BOLTS,
NUTS, LOCK & PLATE WASHERS 16" OC,
STAGGERED HIGH AND LOW THRU SUB-
FASCIA AT VERT LEG OF EDGE ANGLE,
TYPICAL

CONT PRE-FINISHED METAL SOFFIT TRIM, BRAKE
FORMED, TYPICAL

CONT TREATED 2x WOOD BLOCKING,
W/ FELT SEPARATION AT METAL, TYP

CONT DEEP LEG BOTTOM TRACK

CONTINUOUS PRE-FINISHED METAL SOFFIT FLASHING
BY SOFFIT PANEL MANUFACTURER, TYPICAL

12" 

12"

SUB-FASCIA BTM
1483'-4"

1

BLDG A T.O.S.
1482'-11"

1
 1

/2
"

1
 1

/2
"

2
"

8
 3

/4
"

7/8" PRE-FINISHED HORIZONTAL METAL
PANELS, TYPICAL

STEEL BEAM w/ SPRAYED FIREPROOFING,
SEE STRUCTURAL

SUSPENDED 1-1/2" GALVANIZED FURRING
CHANNELS AT PERIMETER & 24" OC EACH
WAY - TYPICAL

CONTINUOUS PRE-FINISHED METAL SOFFIT
FLASHING BY SOFFIT PANEL
MANUFACTURER, TYPICAL

1-1/2 PRE-FINISHED METAL SOFFIT PANEL,
TYPICAL

6" GALVANIZED METAL STUDS @ 16" OC
W/CONT TRACK AT ENDS, TYP

2-1/2" GALVANIZED METAL STUDS @ 16"OC
W/CONT TRACK AT ENDS, INFILL AT BEAM
LOCATION

7/8" 6 1/2"

7 3/8"

CONT STEEL ANGLE 3x2x3/16 LLV, ANCH
SECURELY TO STRUC BM & EACH STUD -
TYP TOP & BOTTOM OF BEAM

HANGER WIRE CHANNEL SUPPORTS 24" OC
EACH WAY - TYPICAL

5
"

SUB-FASCIA BTM
1483'-4"

STANDING SEAM
METAL ROOF

PANEL CLIP W/ TWO
FASTENERS EA.

3/4" HEM W/
FASTENERS AT 12" O.C.

PITCH BREAK FLASHING
RUN 10" MIN. UP SLOPE

CUT & HEM PANEL END

SEALANT TO CLOSE
END OF OPEN RIB

ICE & WATER SHIELD TO
EXTEND 18" MIN UP AND DOWN
FROM PITCH BREAK

METAL 'Z' CLOSURE CUT
TO FIT BETWEEN PANEL
SEAMS SET ON TAPE
SEALANT

NOTE:
ALL FLASHING 4" MIN. END LAP
W/ CONT. SEALANT AT LAPS

NAILABLE
ROOF INSUL.

HVAC 3
1489' - 11"

CONT. OFFSET CLEAT SET IN
SEALANT W/GASKETED FASTENERS

G1

AE301

5 
1/

4"

5 1/4"

 METAL FLASHING RIDGE CAP

 COUNTER FLASHING

 3/4" HEM  FASTENERS
@ 12" O.C. MIN

 LOW PROFILE FASTENER WITH
EPDM WASHER @ 12" O.C.

METAL PANEL CLIP W/ 2
FASTENERS EA. CLIP

STANDING SEAM
METAL ROOF PANEL

NOTE:
ALL FLASHING 4" MIN. END LAP
W/ CONT. SEALANT AT LAPS

ICE & WATER SHEILD

NAILABLE
ROOF INSUL.

STANDING SEAM
METAL ROOF PANEL

CUT & HEM
PANEL END

CONT. OFFSET CLEAT
SET IN SEALANT
W/GASKETED
FASTENERS

VALLEY FLASHING MIN. 24"
WIDE & 1" RAISED SEAM AT
VALLEY CENTER AND HEMMED
EDGES

SEALANT AT  OPEN
ENDS OF EA. RIB

ADDITIONAL LAYER OF ICE &
WATER SHIELD  TO EXTEND
18" MIN UP SLOPE FORM
VALLEY CENTER

CONT. ICE & WATER SHIELD ON
NAILABLE INSULATED ROOF DECK

6"

1 1/2"

1/2"1 1/2"

BLDG A T.O.S.
1482'-11"
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"

5/8"6"7"1 1/2"

8 1/2"

1
 1

/2
"

2

4

4" 

12"

6" SPRAY CELLULOSE INSULATION (R-19)
PROVIDE HORIZONTAL BLOCKING @ 4'-0"o.c.
VERTICALLY

5/8" GYPSUM BOARD, FINISH AS SCHEDULED

CONT 6" GALVANIZED METAL STUDS, 16"OC,
W/CONT TRACK AT ENDS, TOP TRACK TO
MATCH ROOF SLOPE (TYPICAL)

CONTINUOUS BENT PLATE, COORDINATE w/
STRUCTURAL FOR SIZE

1-1/2" GALVANIZED METAL ROOF DECK, SEE
STRUCTURAL

5 1/2" NAIL BASE ROOF INSULATION (7/16" OSB
BONDED TO RIGID INSULATION) R-30 MIN,
EXTEND TOP OVER FASCIA BLOCKING

ICE AND WATER SHIELD MEMBRANE, TURN
DOWN OVER FASCIA AND BEHIND GUTTER
6"MIN., TYPICAL

PRE-FINISHED ARCHITECTURAL 1-1/2"
STANDING SEAM METAL ROOF PANEL

BRICK VENEER, TYPICAL

2" INSULATED-CORE METAL WALL BACKUP
PANEL & SYSTEM (R-14), TYPICAL

GALVANIZED ADJUSTABLE BRICK VENEER
ANCHORING SYSTEM @ 32"O.C. VERTICAL
AND 16"O.C. HORIZONTAL PER METAL WALL
MANUF SPECS, TYPICAL

PRIMARY MEMBRANE FLASHING , BY
INSULATED-CORE METAL WALL BACKUP
PANEL SYSTEM MANUFACTURER, TYPICAL

CONTINUOUS PRE-FINISHED METAL FASCIA
"J" TRIM SUPPORT, TYPICAL

PRE-FINISHED METAL FASCIA, BRAKE
FORMED, ANCHOR ON TOP W/BOTTOM
SET IN "J" TRIM, TYPICAL

PRE-FINISHED STARTER TRIM BY
ARCHITECTURAL STANDING SEAM METAL
ROOF PANEL, TYPICAL

.032" PRE-FINISHED ALUM BRAKE
FORMED GUTTER  W/1"x1/4" ALUM
STRAPS 36" OC MAX, ANCHOR
SECURELY BACK OF GUTTER,
STRAPS & EDGE TRIM
W/NEOPRENE WASHERED
FASTENERS

FIELD HEM PANEL AND SEAL END w/
URETHANE OR TAB END, TYPICAL

SHOP APPLIED AIR/ VAPOR BARRIER SEALANT,
BY INSULATED-CORE METAL WALL BACKUP
PANEL SYSTEM MANUFACTURER, TYPICAL

PRE-FINISHED EDGE TRIM W/DRIP RETURNS,
TYPICAL (STRIP-IN 6" TOP LEG W/8" WIDE ICE
& WATERSHIELD MEMBRANE)

CONT SEALANT AT BRICK

CONT TREATED 2x WOOD BLK CUT TO ROOF
SLOPE, W/ FELT SEPARATION AT METAL, TYP
(KERF CUT SUBFASCIA BACK BELOW ANGLE)

COUNTERSINK 5/16" DIA S.S.
ANCH BOLTS, NUTS, LOCK &
PLATE WASHERS 16" OC,
STAGGERED HIGH AND LOW
THRU SUB-FASCIA AT VERT
LEG OF EDGE ANGLE,
TYPICAL

POLYCARBONATE ICE CLEATS, 2 PER PANEL

6"

TYPICAL NOTE:

REFER TO DETAIL G1/AE303 FOR GUTTER CONTINUATION AT
BLDG RECESSED ENDS, LAP LOWER GUTTER ENDS UNDER
HIGHER GUTTERS AND SET DOWNSPOUTS IN CORNERS TO
CARRY OUTFLOW FROM HIGH AND LOW GUTTERS

ARCHITECT / ENGINEERS:
Drawing Title

Approved: Project Director

Project Title

Location

Date Checked Drawn

Drawing Number

Building Number

Project Number

Dwg. of

CONSULTANTS:

DateRevisions:

VA FORM 08-6231, OCT 1978

0
4

8
16

0
0

0
0

2
2

0
0

4
4

4
4

8
8

16
6
"

0
6
"

6
"

6
"

1
1

o
n
e
 
e
ig
h
th
 
in
c
h
 
=
 
o
n
e
 
fo
o
t

o
n
e
 
q
u
a
rt
e
r 
in
c
h
 
=
 
o
n
e
 
fo
o
t

th
re
e
 
e
ig
h
th
s
 
in
c
h
 
=
 
o
n
e
 
fo
o
t

o
n
e
 
h
a
lf
 
in
c
h
 
=
 
o
n
e
 
fo
o
t

th
re
e
 
q
u
a
rt
e
rs
 
in
c
h
 
=
 
o
n
e
 
fo
o
t

o
n
e
 
in
c
h
 
=
 
o
n
e
 
fo
o
t

0

o
n
e
 
a
n
d
 
o
n
e
 
h
a
lf
 
in
c
h
e
s
 
=
 
o
n
e
 
fo
o
t

th
re
e
 
in
c
h
e
s
 
=
 
o
n
e
 
fo
o
t

o
n
e
 
s
ix
te
e
n
th
 
in
c
h
 
=
 
o
n
e
 
fo
o
t

G

F

E

D

C

B

A

G

F

E

D

C

B

A

1 2 3 4 5 6 7 8 9 10
1 2 3 4 5 6 7 8 9 10

Office of

Facilities

Management

DEPARTMENT OF
VETERANS AFFAIRS

100% CONSTRUCTION DOCUMENTS

FULLY SPRINKLERED

126

4500 Burrow Drive
North Little Rock, AR  72116
Phone:  501-758-7443
Fax:      501-753-7309
www.taggarch.com

09/07/2012

Fayetteville, AR

Renovate Leroy Pond Army

Reserve Center for Mental Health

Residential Rehabilitation

Treatment/ Police Training

9/7/12 SG PQ

564-341

AE503

ROOF DETAILS
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 3" = 1'-0"

EAVE DETAIL @ COVERED PORCH 177A
G5

 3" = 1'-0"

SOFFIT DETAIL @ COVERED PORCHED 177A
F8

 3" = 1'-0"

DETAIL AT PITCH BREAK
C2

 3" = 1'-0"

RIDGE DETAIL
C6  3" = 1'-0"

TYPICAL VALLEY DETAIL
C8
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WALL SECTION - AREA "A" TYPICAL BAY FASCIA
G1

CLEAT


